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15 CONSTRUCTION NOTES

BODY 1.6mm MILD STEEL SHEET or 316 STAINLESS STEEL

DOOR
1.6mm MILD STEEL SHEET or 316 STAINLESS STEEL.  RIGHT HAND HINGED
SWING HANDLE ZINC OR STAINLESS STEEL IP66 CL001 KEY LOCK
c/w A4 SIZE LEGEND CARD & HOLDER BEHIND DOOR

ESCUTCHEON HINGED STEEL SHEET CONSTRUCTION

FINISH
ELECTROSTATIC POWDER-COATED TO AUSTRALIAN STANDARD AS2700-2011
COLOUR: REFER TO COLOUR & CODING TABLE 
STAINLESS STEEL - BRUSHED #4

PROTECTION
AS PER AUSTRALIAN STANDARD AS60529-2004
DEGREE OF PROTECTION: IP66 (WITH DOOR FITTED)
CHASSIS: 250Amp ENCLOSED BUSBAR CHASSIS (25kA FOR 0.1 Sec)

GLAND PLATE
TOP & BOTTOM

PLAN VIEW

SCHEMATIC DIAGRAM: DB
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2
 (CIRCUIT BREAKER LUGS)

MAXIMUM INCOMING CABLES FOR
TERMINATION TO ISOLATOR

250A
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